


Tool Kit
Work Lamp
Pilot Lamp
Safety Door
Coolant Equipment System
Hydraulic System
Spindle Air Blast
Spindle Air Seal
Guideway Cover on X,Y,Z
Central Lubrication System
Spindle Cooling System
Heavy Duty Coolant Pump (MTH 2-40)

Oil Skimmer
Leveling Blocks
Chip Enclosure
Cutting Air Blast
Coolant Gun
Heat Exchanger for Electrical Cabinet
Rigid Tapping
Mechanical, Electrical & Operation Manuals

STANDARD ACCESSORIES

OPTIONAL ACCESSORIES

Optical Scale on X, Y, Z axis
Complete Chip Enclosure
Chips Flush Coolant Device
Oil-Mist Coolant System
Oil Hole Holder
A/C Cooler for Electrical Cabinet
Work Piece Measurement System
(RENSHAW MP-60)

Coolant Through Spindle System (Form A)

DIMENSIONS
UNIT: mm (inch)

ISO14001 CERTIFIED MANUFACTURE

SPECIFICATIONS
SPINDLE
Motor
Spindle Power

FANUC AC Digital Spindle Motor
22kW (30hp)

Max. Spindle Speed 10,000rpm (15,000rpm optional)

2,000mm (78.7”)

TRAVEL
X  Axis

1,200mm (47.2”)Y  Axis
762mm (30”) Z  Axis

Note: The manufacturer reserves the right to modify the design, specifications, mechanisms,...etc. to improve the performance of 
          the machine without notice.  All the specifications shown above are just for reference.

X,Y: 20m/min (787ipm), Z: 15m/min (590ipm)

1~10,000mm/min (394ipm)
Rapid Feed Rate
Cutting Feed Rate

FEED RATE

Min. Pneumatic Pressure

220V, 3 Phase, 60Hz

85psi
55kVA

Power Requirement
Power Consumption

GENERAL

21,000kg. (46,200lb.)Machine Net Weight

Maximum Tool Dimension

CAT-50 (optional BT-50)

ø125x350mm (ø4.9”x13.7”)

20kg./each (44lb.)
Tool Type
Maximum Tool Weight

ATC

32 (optional 40T)Tool Magazine Capacity

0.004mm (0.00016”)  
±0.003mm (±0.00008”)

Positioning
Repeatability

ACCURACY JIS B 6338 (Linear)

Max. Load

1,100mm (43.3”) x 2,000mm (78.8”)

4,000kg (8,800lb.)

7 x 22mm (0.87”) x 150mm (5.9”)
Table Size
T-Slots (No. x Width x Pitch)

TABLE
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